Pressemeldung  22.10.2009
Neuheiten zur HORTIFAIR 2009
Die Firma Ebinger GmbH, Rhodt stellte auf der Hortifair 2009 in Amsterdam eine neue
Variante des EP-Carts aus.
· EP-Cart Typ C

Die Reihe unserer EP-Cart Elektrischen wurde um den Typ C erweitert. Der Typ C ist speziell zum Befahren von Heizungsrohren im Gewächshaus konzipiert. Der Motor und die Steuerung wurden von den bereits bewährten Modellen für offene Böden übernommen und zeichnet sich durch seinen geringen Energieverbrauch bei hoher Leistung aus. Das EP-Cart Typ C verfügt über 2 Achsen mit Laufrollen zum Befahren der Heizungsrohre mit den Abständen 425 oder 550mm. Eine gummierte Antriebsrolle in der Mitte des Wagens dient als Antrieb. Durch eine speziell konstruierte Wippe, an der die Antriebsräder aufgehängt sind, wird dauerhaft ein maximaler Auflagedruck auf den Rohren gewährleistet und dadurch eine gleichbleibende Geschwindigkeit garantiert.

Die Wippe dient auch zum Ausheben des EP-Carts außerhalb des Rohrsystems. Dadurch  läuft es auf den Vollgummirädern, welche neben den Antriebsrollen befestigt sind und lässt sich mühelos auch in engen Gängen bewegen.
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Press report  22.10.2009
New products at HORTIFAIR 2009

Ebinger GmbH, Rhodt shows at the Hortifair 2009 in Amsterdam for the first time a new
type of the EP-Cart .

· EP-Cart Typ C

The range of our EP-Cart electric harvesting platforms has been enlarged to the Type C. The Type C has been designed particularly as railcar to drive on heating-pipes in greenhouses. The motor and controller has been taken from the approved models for rough terrain which characterizing by a strong motor with economically current consumption. The EP-Cart Type C has 2 axles with rollers for heating-pipes available with a distance of 425 or 550mm width. There are two enveloped rubber-rollers at the central axle acting as drive propulsion system. The especially constructed foot lever for de-connection of the drive-propulsion system allows an easy moving on the rubber wheels even between small rows. A spring mounted at the foot-lever system guarantees the maximum pressure for the propulsion wheels on the pipes and a constant speed while working.
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